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 Saving

 Unit

 Saving in quantity of 

gas used for whole 

central heating system

15%

 Per use of Fernox F1 in conjunction 

with Fernox F3 per typical home per 

year

 Carbon saving

220 kg CO2e

KgCO2e per use of Fernox F1 in 

conjunction with Fernox F3 per typical 

home per year

 Equivalent to:

 5560 hours

 Hours of using a standard 60 W light 

bulb

 Or:

 240 days

 24 hour days of using a 60 W light 

bulb


A global market leader, trusted brand and pioneer in its field, Fernox is the only water treatment manufacturer to boast an extensive research and development facility. Its innovative products – formulated and packaged in an ecologically responsible way – contribute to improving energy efficiency , helping businesses and households to reduce their carbon footprint.
Fernox:

Cleaners:
Fernox Cleaner F3/F5 & HVAC F3 are quick and effective neutral cleansers for Hydronic heating systems. They are designed to remove all debris, sludge and scale from existing systems of all ages. In this way, it will restore heating efficiency and eliminate or reduce boiler noise. It has also been designed for pre-commission cleansing new installations in accordance with BS7593:1992, removing flux residues and other debris, thereby helping extend the life of a system. These cleaners are compatible for use in systems containing plastics (Polybutylene tubing or Pex) and rubbers common to LTHW systems.
Fernox Cleaners F1/F5 & HVAC F3 DO NOT CONTAIN NITRATE, NITRITE, EDTA OR PHOSPHATE. Fernox cleaners are considered safe for draining into onsite drains.  It is always a good idea to check with your local regulations to make sure.  

Additionally Fernox F3/F5 & HVAC F3 formulations Cleaner formulations are all tested for LD50 and LD0 under OECD 423 test and have LD50 and LD0 value of greater than 2000mg L-1, which ranks these products as Category 5 – Unclassified under the Globally Harmonised Classification System.

Protector / Inhibitors:
Fernox protectors F1 or Alphi-11 antifreeze should be used once system has been cleaned and flushed. Fernox Protectors give long-term protection of domestic central heating systems against internal corrosion and lime scale formation. It prevents corrosion of all metals found in these systems, i.e. ferrous metals, copper and copper alloys and aluminum. It is suitable for all types of boiler, radiators and pipe work systems. Benefits include extending the life of the metals and are achieved by anodic passivation thus preventing corrosion and the breakdown of the metal with this process. 
Fernox Protectors are also compatible for use in systems containing plastics/rubber and seals common to these including Polybutylene tubing or Pex.
Using Fernox has proven to show longer life of systems less breakdowns and elimination of corrosion and Lime scale.
For continued protection we recommend Fernox Protector levels are checked regularly (annually). The concentration of the product can be easily measured on site using a Fernox Protector Test kit.
· Fernox first to obtain Carbon Reduction Label for renewable heat transfer fluids and filtration devices

· Carbon Trust independently confirmed gas saving benefits of cleaning and treating central heating systems with F1 and F3

· For the F1 Protector: If you protect a central heating system using Fernox F1 Protector, after cleaning with Fernox F3 Cleaner, you can restore and maintain system efficiency resulting in a gas saving of up to 15% every time you heat your room. This saving is equivalent to 220 Kg CO2e per typical home per year. 
Common Comparisons
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For further clarification on this data or any questions we are happy to address these at anytime.
Thank You.

Dan Slater
Director of Sales,Specialty Products Division
Cookson Electronics-Fernox
972-547-6002  ofc
214-763-3824 cell
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